
Stereo/CD Player Install in a 1999 700LX Dual Console 
 
For my 40th birthday (September 2006) my Mom bought me a Stereo for my Nitro (Dual 
CP6260W AM/FM/CD/CD-R Weather Band System Marine Radio and speakers).  Since 
I have a dual console boat, I’ve always wanted some “tunes!!”. 
 
The first thing I noticed on investigation was that to do this right I would need to remove 
the windshield and console from the hull/top-cap in order to do it right.  So here is a shot 
with the passenger console glove box removed: 
 

 
 
Since the glove box already had a location, I carefully used a utility knife, after 
measuring 3 times, to cut out the rectangular hole for the unit.  The mounting sleeve that 
came with my unit fit nicely in the cut hole, with out any additional cutting/drilling.  I did 
secure the mounting sleeve to the glove box unit via 3 stainless steel 
screws/lockwashers/washers/nuts to ensure a solid mount. 
 
Here is a shot of the glovebox with the opening cut out and the mounting sleeve installed 
without the radio: 
 



 
 
Here is a close up of unit installed: 
 

 
 



I then secured the rear of the unit to the glove box by a steel bracket included with the 
stereo.  I bent it such that it was anchored to the rear of the glove box, for both stability 
and ensuring a solid mount for the unit.: 
 

 
 
Then I reinstalled the glove box/console into the boat, secured it with the original screws.  
What I did do extra though, was the place a small amount of 3M Marine Adhesive in 
each screw hole, to ensure a tight-solid-strong fit.  Be careful when re-attaching the 
windshield, you need to ensure each screw is tight enough to hold the windshield without 
it moving/rattling, but NOT to tight to crack the plexiglass. 
 
I then had a friend with a good hand held saw called a RotoZip, helped me mount the 
speakers. We pre-drilled holes after using a cardboard template to ensure we did not cut 
too large or small of a hole.  I had wanted to mount them on either side of the seats, but 
the driver’s side did not afford enough flat space for the speakers, so I opted to mount 
them in the front storage compartment facing the seats.  I was amazed at the huge amount 
of fiberglass dust that coated the boat, garage AND my buddy Dan!  I made sure we 
vacuumed and cleaned up good before installing the speakers.  we also made sure we pre-
drilled the holes for mounting the speakers, and taped off around them, so as to avoid 
cracking the gelcoat.  It’s a really good idea to get a face mask to keep the fiberglass dust 
out of your lungs!  Also, I strongly suggest doing it outside and get everything off the 
deck of the boat, as there will be fiberglass dust everywhere. 
 
Here is a view of one cut out and the pre-drilled starting holes for the saw for the other 
speaker: 
 



 
 
Here is a shot of the speakers installed: 
 

 
 
Wiring was up next.  Following the directions, and knowing I had a few extra slots in my 
fuse panel, I ran the main power/ground behind the seats (that was easy once I removed 
both rear storage boxes) and used a 10am fuse as recommended by the manufacturer.  I 
then wired, using a 10 amp in-line fuse kit I bought at the auto parts store, the always ON 
memory power line directly to the cranking battery, and cable tied all the wiring out of 



the way.  The speaker wiring was a bit more of a challenge, since I had to cut a small hole 
in the bottom of the front storage box to allow the speaker wires to come through the 
passenger side rod locker.   
 
Here is a shot of the speakers mounted and wired inside the front compartment: 
 

 
 
I then attacked the antenna, which by the way does not always come with the stereo kit, 
which in my case it did not.  Again I hit the auto parts store for a flexible radio antenna.  I 
choose to mount the antenna on the side of the passenger console.  This allowed no 
additional antenna wire, had it close to the head unit, and out of the way during fishing.  I 
masked the area where the hole would be cut with painters tape, again to ensure no 
gelcoat cracking.  Once installed and screwed hand tight, the directions made it clear to 
not over tighten the antenna screw as it could crack the paint and in this case the gelcoat.  
I then ran a small bead of clear marine silicone around the base of the antenna, to ensure 
a water tight seal.   I cleaned everything up, cable tied all the wiring, installed the fuses 
and she sounds great!  After on-water testing for a few weeks, I’ve found that it is not 
loud enough at WOT when running 50+ mph, but at lower speeds and while fishing and 
swimming it’s a great addition to my boat! 
 
 
Here is a shot of the completed installation, you can see the antenna to the left on of the 
console: 
 



 
 
And her is a final one with the glove box closed: 
 

 


